
OWNER’S MANUAL 
AS-500

AIR SCRUBBER

USER & MAINTENANCE BOOK
SAVE THESE INSTRUCTIONS FOR FUTURE REFERENCE



Part No. AS-500
Power 110-120 Vac, 1.9 amps
Blower 500 CFM
Filters: 1st stage 1"Pleated Media, 2nd stage 2.5" Pleated HEPA 18" x 18"
Dimensions Width 22"
Height 14"
Depth 24"
Weight 33 lbs.

CAUTION: Risk of electric shock. Can cause injury or death. To reduce the risk of electric 
shock:
Do not expose to standing water or rain
Connect to GFCI outlet
Do not use an extension cord

Do not block air intake or outlet. One foot minimum distance to obstructions.

Indoor use only
Do not use as stool or bench
Do not operate with damaged cord or plug.
Do not run cord under carpeting. Do not cover cord with throw rugs, runners, or similar coverings. 

will not be tripped over.



Transporting the AS-500
AS-500 should be transported vertically or horizontally on the appropriate feet located on the bottom 
of the unit or opposite the handle.

Electrical Requirements

particulate. Due to the presence of GFCI receptacle, the AS-500 model must be plugged directly into 
a wall outlet. No extension cords should be used.

Air Ducting

A. Inlet Ducting

-
tached to the unit inlet. It connects by placing the wire in the duct over the duct collar lip at one loca-
tion and working over it over the lip gradually. It may be removed after use for easier transport and 

storage.

B. Outlet Ducting

to be attached to the AS-500 outlet. To attach ducting to the collar, remove the ring from the unit by 
pressing release tab at the top of the grill. Put the plastic duct end through the inside of the ring. Roll 
the duct end outward so that it over-laps the outside of the ring. Clip the ring back onto the exhaust 

grill.

C. Negative Air Ducting

space, the space will be under a slight negative pressure. This will help prevent airborne particles 
from leaving the space, because the negative pressure will draw air in through openings in the 
space's exterior surfaces.



Resettable Circuit Breaker
The 12 AMP thermal response resettable circuit breaker protects the unit and devices connected to its 
duplex GFCI outlet.
The circuit breaker is designed to sense the total current draw through the circuit. The circuit break-
er “trips” when more than 12 amps of electrical current are drawn through the device’s power cord. 
Should an over-current condition occur, AS-500 on-board circuit breaker prevents nuisance visits to a 
remote power junction box.

IMPORTANT: Total amperage of the AS-500 plus all devices plugged into the receptacle must 
not exceed 12 amps. The circuit breaker will not allow for loads in excess of 12 amps, al-
though there is a time delay before the overloaded circuit is broken.

IMPORTANT: When the DiamaPro® AS-500 is plugged into a standard “powered” wall outlet 
the DiamaPro® AS-500’s duplex outlet is electrically “HOT” and AC voltage is present.

GFCI Protection and the On-Board Duplex VAC Outlet
The standard AC voltage outlet GFCI (Ground Fault Circuit Interrupter) protection promotes operator 
safety in wet applications. GFCI devices trip when a fault to electrical “ground” is sensed.
It is recommended to check the GFCI protection prior to operation. To check, push the “TEST” button 
located on the GFCI duplex outlet. If operating properly the “RESET” button on the GFCI outlet will 
pop out. A tripped GFCI is indicated by a small LED. The device can only be “RESET” when AS-500 
is connected to a wall outlet providing standard voltage. This duplex AC outlet allows the inter-con-
nection of other AC powered devices. The sum total amperage of all devices plugged into the recep-

tacle must not exceed 10 amps.

Servicing
Before each use inspect for damage, blocked inlet or outlet.
Inspect the GFCI to ensure it is not in a “tripped” condition. Push “RESET” to reset the GFCI. When 

-

the problem.



CAUTION: Exhausting too much air from a space with open combustion devices

contaminate the space with potentially fatal gases.

In such cases, the AS-500 must be used in one of the following three ways:

backdrafting.
B. Exhausting a very limited amount of air which does not cause backdrafting. In case B, the open 

combustion devices must be thoroughly checked to guarantee that they do not backdraft while the 
AS-500 is running.

C. Direct the outlet duct from AS-500 to the room with the open combustion device(s). This will posi-

combustion devices must be checked after AS-500 is running to guarantee that they are not back-

drafting.

the impeller fan.
Occasionally the impeller fan may not start on low speed. If this occurs, rotate the speed control
to high speed until the impeller fan starts, then adjust it to a lower speed.



materials are contained and disposed of properly.

Air Filters

Filter replacement
A

• 

The operator must judge if that is acceptable.

need to be changed.

1. Loosen the eight screws one revolution
2. Rotate all eight clips out of the way.
3. 
4. 
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